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Customer Name

Product

Designed for

Part No. 

Issue Date

Fan Spec No.

Version

Customer Approved By Check Inspect Design



Two Ball Bearing
120x120x25mm
DC 12 V
DC 8 V
AT 26 c:0.08A
AT 45 c:0.40A
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10%

 149 g 

UL; TUV; CE

 4  Poles
9  Blades

50000/hrs 25 c

Bearing  System

Starting Voltage

PRODUCT  SPECIFICATION

(Specification/Condition)(Item)

01
02

Part No.

03
04
05

06

Rated Voltage
Outline Dimension

Rated Current

Power Consumption07

Speed08

Max. Airflow09

Max. Static Pressure10

Noise Level11

A. Rated Voltage
B. 25 c.65% RH

A. 25 c.65% RH
B. Free Air
C.Rated Voltage

A.  Rated Voltage
B.  AMCA(Standard)
C. Rated Current

A.  Rated Voltage
B.  Measured in a Non-Echo
     Chamber
C. CNS 8753 Standard
D. ISO 3744 Test Condition

 MTTF Mean Time to Failure
 Conf.Level 90%

Life12

No. Of Blade13
No. Of Pole
Weight

14
15
16
17
18

Rotating Direction
Safety Approval
Tolerance

3

Clockwise From Label Side

AT 26 c:0.96W
AT 45 c:4.80W

AT 26 c:800RPM
AT 45 c:2300RPM

AT 26 c:35.49CFM
(ft /min)
AT 45 c:105.44CFM
(ft /min)

3

AT 26 c:0.4mm H2O
AT 45 c:2.99mm H2O

AT 26 c:18dB(A)
AT 45 c:38dB(A)



Provision of revolution signal

1.

2.



Important  notes  &  general instructions 
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Fan Dimension Drawing
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